




















Spectrum Master MS2760A

Limit Line with Pass/Fail

Two types of limit lines can be specified: lower limit lines and upper limit lines. Limit lines can be used for visual
reference only or for pass/fail criteria using the limit alarm. Limit alarm failures are reported whenever a signal
is above the upper limit line or below the lower limit line. By using “save on event”, a signal that causes a limit
alarm can be automatically saved. Each limit line can consist of a single segment or as many as 40 segments.
These limit segments are retained regardless of the current frequency setting of the instrument, which allows
the configuring of specific limit envelopes at various frequencies of interest without having to re-configure them
each time the frequency or span is changed. Limit envelope characteristics allow users to make adjustments to
amplitude and frequency of each inflection point, and make it easy to add or delete inflection points to achieve a
desired limit line shape.
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Spectrogram

A spectrogram is a multi-dimensional representation of frequency, time, and power that is useful for identifying
intermittent interference. Color is used to represent power levels.

The Spectrum Master MS276xA spectrogram holds 142 consecutive traces and the spectrogram cursor function
allows you to select which trace to display based on either a position of time index relative to the current sweep.
Up to six cursors can be set to help you compare spectrum trace measurements taken at different points in time

Depending on the cursor mode setting, you can set the cursor position by adjusting the position or time value in
the CURSOR menu, under the TRACE menu. You can also set the position by clicking and dragging the cursor along
the left edge of the spectrogram.
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Spectrum Master MS2760A

Multi-trace Display

Multi-trace display allows up to six traces to be shown on the screen with different trace types (average, max hold,
min hold, rolling average, rolling max hold, and rolling min hold) and detector types (peak, RMS/average, and
negative) for additional data analysis.
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Zero Span Capability

Signal amplitude is displayed as a function of time. With zero span capability, the carrier power of a transmitter
can be easily measured. For example, in the graph below, zero span is used to measure the frame period of an
automotive FMCW radar over the air transmission. Automotive FMCW radar and traditional pulse radar are the key
applications. Using delta markers in Zero Span you can determine factors like frame repetition rate, pulse width,
and so on.
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Ordering Information

Models and Options

Model Number

Description

MS2760A-0032 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 32 GHz
MS2760A-0044 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 44 GHz
MS2760A-0050 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 50 GHz
MS2760A-0070 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 70 GHz
MS2760A-0090 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 90 GHz
MS2760A-0110 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 110 GHz
MS2760A-0145 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 145 GHz
MS2760A-0170 Spectrum Master, ultraportable spectrum analyzer, 9 kHz to 170 GHz
MS2762A-0032 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 32 GHz
MS2762A-0044 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 44 GHz
MS2762A-0050 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 50 GHz
MS2762A-0070 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 70 GHz
MS2762A-0090 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 90 GHz
MS2762A-0110 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 110 GHz
MS2762A-0145 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 145 GHz
MS2762A-0170 Spectrum Master, ultraportable spectrum analyzer, 6 GHz to 170 GHz

Option Number*

Accredited Calibration to ISO17025 and ANSI/NCSL Z540-1, includes calibration certificate,
test report, and uncertainty data

Standard Calibration to ISO17025 and ANSI/NCSL Z540-1, includes calibration certificate

Premium Calibration to ISO17025 and ANSI/NCSL Z540-1, includes calibration certificate,
test report, and uncertainty data

* (xxxx is the frequency option number)

MS276xA-xxxx-0097
MS276xA-xxxx-0098

MS276xA-xxxx-0099

Standard Accessories (included with instrument)

10

Part Number Description
2000-1859-R USB 3.0 Type C to Type A Cable, T m
2000-1605-R BNC(m) to MCX(m) Cable (qty 2)

Certificate of Calibration and Conformance

Manuals (available at www.anritsu.com)

Part Number
10580-00427

Description
User Guide
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Specifications are subject to change without notice.

e United States

Anritsu Americas Sales Company

490 Jarvis Drive, Morgan Hill, CA 95037-2809, U.S.A.
Phone: +1-800-Anritsu (1-800-267-4878)

e Canada

Anritsu Electronics Ltd.

Americas Sales and Support

490 Jarvis Drive, Morgan Hill, CA 95037-2809, U.S.A.
Phone: +1-800-Anritsu (1-800-267-4878)

® Brazil
Anritsu Eletronica Ltda.

Praca Amadeu Amaral, 27 - 1 Andar
01327-010 - Bela Vista - Sao Paulo - SP, Brazil

Phone: +55-11-3283-2511
Fax: +55-11-3288-6940

® Mexico

Anritsu Company, S.A. de C.V.

Blvd Miguel de Cervantes Saavedra #169 Piso 1, Col. Granada
Mexico, Ciudad de Mexico, 11520, MEXICO

Phone: +52-55-4169-7104

® United Kingdom

Anritsu EMEA Limited

200 Capability Green, Luton, Bedfordshire, LU1 3LU, U.K.
Phone: +44-1582-433200

Fax: +44-1582-731303

* France

Anritsu SA

12 avenue du Québec, Immeuble Goyave,
91140 VILLEBON SUR YVETTE, France
Phone: +33-1-60-92-15-50

® Germany

Anritsu GmbH

Nemetschek Haus, Konrad-Zuse-Platz 1,
81829 Miinchen, Germany

Phone: +49-89-442308-0

Fax: +49-89-442308-55

o Italy

Anritsu S.R.L.

Spaces Eur Arte, Viale dell’Arte 25, 00144 Roma, Italy
Phone: +39-6-509-9711

List Revision Date: 20241028

® Sweden

Anritsu AB

Kistagangen 20 B, 2 tr, 164 40 Kista, Sweden
Phone: +46-8-534-707-00

® Finland

Anritsu AB

Technopolis Aviapolis, Teknobulevardi 3-5 (D208.5.),
FI-01530 Vantaa, Finland

Phone: +358-20-741-8100

® Denmark

Anritsu A/S

c/o Regus Winghouse, @restads Boulevard 73, 4th floor,
2300 Copenhagen S, Denmark

Phone: +45-7211-2200

® Spain
Anritsu EMEA GmbH
Representation Office in Spain

Calle Manzanares 4, Primera planta, 28005 Madrid, Spain
Phone: +34-91-572-6761

® Austria

Anritsu EMEA GmbH

Am Belvedere 10, A-1100 Vienna, Austria
Phone: +43-(0)1-717-28-710

® United Arab Emirates

Anritsu A/S

Office No. 164, Building 17, Dubai Internet City
P. O. Box — 501901, Dubai, United Arab Emirates
Phone: +971-4-3758479

® India

ANRITSU INDIA PRIVATE LIMITED

6th Floor, Indiqube ETA, No.38/4, Adjacent to EMC2,
Doddanekundi, Outer Ring Road, Bengaluru — 560048, India
Phone: +91-80-6728-1300

Fax: +91-80-6728-1301

® Singapore

ANRITSU PTE LTD

1 Jalan Kilang Timor, #07-04/06 Pacific Tech Centre
Singapore 159303

Phone: +65-6282-2400

Fax: +65-6282-2533

oy,
%@ Anritsu utilizes recycled paper and environmentally conscious inks and toner.

® Vietnam

ANRITSU COMPANY LIMITED

16th Floor, Peakview Tower, 36 Hoang Cau Street, O Cho Dua Ward,
Dong Da District, Hanoi, Vietnam

Phone: +84-24-3201-2730

® P.R. China (Shanghai)

Anritsu (China) Co., Ltd.

Room 2301-2303, Tower A, New Caohejing International Business
Center No. 391 Gui Ping Road, Shanghai, 200233, P.R. China
Phone: +86-21-6237-0898

Fax: +86-21-6237-0899

® P.R. China (Hong Kong)
ANRITSU COMPANY LIMITED

Unit 1302, 13 Floor, New East Ocean Center,
No.9 Science Museum Road, TsimShaTsui East,
Kowloon, Hong Kong

Phone: +852-2301-4980

Fax: +852-2301-3545

® Japan

Anritsu Corporation

8-5, Tamura-cho, Atsugi-shi, Kanagawa, 243-0016 Japan
Phone: +81-46-296-6509

Fax: +81-46-225-8352

* Korea

Anritsu Corporation Limited

8F, A TOWER, 20, Gwacheondaero 7-gil, Gwacheon-si,
Gyeonggi-do, 13840, Republic of Korea

Phone: +82-2-6259-7300

Fax: +82-2-6259-7301

e Australia

Anritsu Pty Ltd

Unit 20, 21-35 Ricketts Road, Mount Waverley, Victoria 3149, Australia
Phone: +61-3-9558-8177

Fax: +61-3-9558-8255

® Taiwan

ANRITSU COMPANY, INC.

7F, No. 316, Sec. 1, NeiHu Rd., Taipei 114, Taiwan
Phone: +886-2-8751-1816

Fax: +886-2-8751-1817
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